SPEEIFIEATIONS

The uitimate in & wood geege door] Hand-seleched tongque-and-grocee cedar siding & aminstesd &0 the fece of & nominal 1'7-inch
thick, two-sided steel insudsted sandwich door, oeating 8 stnectune that iy superior o ey oiher proguct, Each end every ‘Woodis
Fank™ door s custom-mace and handoefed o e Cosbomer's specfication.

Sections: Mareidactured from 26 gauge
hot-dipped gaivanized stee| and lsminat:
ed to & CFl-free rigid pobsnrene core
Sacticrs ane pre-painted white and nodl
formed with torsue and-groowe meeting
rals. Tongue-snd-groove hand-seieched
nand e Cedsr face boancs ane miled
to 47 & 3757 545 The boords are then
larrinated to Bhe tace of the steel door
with epoicy-baced cement, and pinrad
wihh 18 sauge orads Overisy Doants ane
§°-T" n 7507, and are appied o the e
boands in the same manner wiEh the
rough o smooth Sde up, depending
upon the CUsomets reguirements. All
smoath ovgrkay face boards will have she
knot and orad holes Mied with extenor
grade puthy and sanded smootn, Section
Jints are cut a1 @ 10-15 deqree angle 1o
sheedd waber from fhe tace of he door and
minimize the Appearancs of the sfclion
JeinE. Sections are pre-ealed with A mod-
Beg gposy peMer priod o leasing e
manifacifing planl

Ornonal WinDow DEesiGHS
windows will dictate di:mar dﬂsign layout

H-4 Hardware and Track: Commercial foo
and bottam fectures, 14 gauge commer-
oal hinges, $-inch (2-Inch cver 820 Ibs.)
10 ball myion rolers, pre-painbed springs
[except 3757}, gavanzed torskon fubes
[wodid shalt ower S50 -], #28-looking
testeners and back hang bols, aperahar
reirdorcement bracket, cusl BT handles,
rsagie dock, minimem 375 hongonts
froci, 060 vertical rack

[34nch ower S50 i)

loELs

Vanous, custom desigs

Weont a0 Heests:

Wiaehs: 8, % 100 18, 16" ang 18" (other
widlE FE Jmlke )

Hetghts: &% T, 737 7'6% 197 B oihes
helgnis are avaibie upon ieguest—
COMABCT BN Tachory

Urcrape OpTioes

Glase Debgng:

WaoUs desiars &g Svllatle—oonlsct e
Iacioey dor pocitionsl Infommabon

Glass Type:

058 {lewr, Seede, Ooscure, Timted

Boor Handwang:

Whie poresder coMed hingss, tracks,

SETLAE and fasteners 1o enhance the insice

ARpeNaNCE of thie cipor and 1o neduce

ihie nedse leves of 1he door when R i

OpEraTa,

Decergtive Hardware:

= Woree Flate Filcher Hancle

& PO End Tesict Hancke

= Drog Ring Pyl Harsdke

& Drop Ring Teast Pl Hamdle

o Clasks RBoceatte = Hal Door Bl = Cane
Bolt

* Hirme: Srap, &5 195 o 16°with eiher
Pointed, Rosene o Dome Ends

Finish:

= Peeter = Black « Bl

WaRRAHEY: B & imited one wesr wamanty.

Coract vour distritaibor for additiors]
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The Gharacter of Wosp
The Strength

of Steel!

The Woodie Plank™ Series garage doors are the |
Hand-selected tongue and groove 3/8" thick Inland Ry
siding is laminated to a 17" thick two-sided steel ins
sandwich door. The Woodie Plank™ Series
weight of traditional wood or pan faced steel ¢
structural integrity of the door has not been




Manuracturesss.

The Woodie Plank™ Series doors are all custom-built

and handcrafted to your design. Create a style that e natural
matches your vision. The doors can be further beauty of Inland
enhanced with a variety of classically finished wrought and Western Red Cedar

iron hardware and window designs.

very detall is important at 1st United Door™. The
first layer of cedar boards are applled to an

boards lend warmth and
character to any home. Uniquely
.Iunlmted to an insulated steel sandwich door,

insulated 1%/." thick two-sided steel sandwich door. “ e :
e i e H:ﬁ l:jp\.:;.,m oy - e " 1' rpu:g t::e:":h:mn;ﬂ: and dtrHtr of
brad holes and knotholes can be fille an epoxy S B ﬂ =

based putty, and then the entire surface is sanded with 150-grit

sandpaper. Section joints are cut at 15 degrees to minimize the

appearance of the section joint and to help shed water from the joint.
e 0 ‘-T-—L-_- - —

to consider before you order ]i
1. Wil anything such as stone be added o your opening to change the revesl? i
F

L Is your opening arched? ks £ & true redius arch? Templates with dimensions are
required of all arched openings.

3. i your opening is square You may choose an arch deslgn on the door, On a
double door, do you want a single arch or a double (two door lock) arch?

4. Do you want second overlay boands rough or smooth?

5. If your door has glass the second overlay can only be smooth and wiil dictate
the design of the door due to the imited number of frame sizes,

. Would you like your door to resemble a traditional Carriage House Door that
appears to open outward with the use of dual vertical overlay boards?

7. The widest second overlay board width i mited to 7%, H
b

B Wil you be adding exterior decorative handles or hinges to the door? Consider
section joints, overisy design, location, and clearances.

2. Obtain wiood samples to test stains and seak prior to finkshing door All smooth
overlay brad holes and knots are factory filled with stainable wood filler and
sy e noticeable I using only clear sesl-
er. Rouwgh overlay brad holes are not filled
and are wsually not noticeable after door

UNITED DOOR
& stained. srmmmamﬁms
10. The second overlay tends to absorb i
more stain and the results are slightly .
dlarker than the first overiey (TAG base) -
due to the density differences. All of our = El ]
cedar i solld tHght knat and |s not A .
vallable in clear cedar: -—-'_ =
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